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Tobacco Authority of Thailand 6

184 Rama IV Rd., Klong Toey,
Bangkok 10110, Thailand

No. |9 September 2023

ifications for h Sid a

Type
Basis Weight
Size of Reel

4. Characteristic of Core

5. Characteristic of Rotate
Characteristic of Reel

7. Direction of Grain
8. Brightness
9. Tensile Strength

10. Elongation at Break

Paper , R rams, r ize..
Width 650 millimeter
Width 1 milli r

Both sides coated paper, Reel Type

80 + 4 grams/ Square meter

Width 650 + 3 millimeters, Length 7,800 meters + 0.5%

Width 1,080 + 3 millimeters, Length 8,300 meters + 0.5%

Made from strong paper

- Inside diameter of core 77 + 1 millimeters

- Thickness of core 16 + 2 millimeters

- Length of core equals to the width of paper

- End of paper core (two sides) closed with wood or other
material

Rotated in the direction of clockwise

Printed side outside the reel

The winding of the bobbin must be tight to avoid

misalignment during runnability

- The cut of the paper must be clean and sharp on the
both edges

- No tear joint in reel. If necessary, only one tear joint with
distinctive mark is maximum allowance to be appeared in
each reel

Machine direction

Each side not less than 75 %

Machine direction : MD not less than 7.0 kilograms /25.4

millimeters

Cross direction : CD not less than 4.5 kilograms /25.4

millimeters

Machine direction : MD not more than 3.0 %
Cross direction : CD not more than 8.0 %
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(Mr. Raksak Inprab)
Deputy Governor of Production Management
Head of Procurement Working Group



No. 19 September 2023

Tobacco Authority of Thailand e

184 Rama IV Rd., Klong Toey,
Bangkok 10110, Thailand

11. Specular Gloss (75°)
12. Surface Strength
13. After printing

Remark

Not less than 50 GU

Not less than wax no. 6A

Compatible with Videojet 3320, Videojet 3330,
Domino 300Plus and Domino 320i for printing date of
manufacture on the envelope Cigarettes of the
Tobacco Authority of Thailand by both Thai characters
and English including numbers It must be clear and

uninterrupted throughout the letters.

1. Both sides coated paper, reel type quality must be proper of printing in gravure system which

has

1.1 Maximum speed

1.2 Heating drum temperature
2. Printing room’s condition

2.1 Temperature

2.2 Relative Humidity

240 meters/minute
55 - 65 degree Celsius

26 degree Celsius
60 %

3. Printing test results together with production line test results will be taken for consideration.
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(Mr. Raksak Inprab)
Deputy Governor of Production Management
Head of Procurement Working Group
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